Using the BTB and BTE Beam Standards for Projects -

NOTE: When using the new BTB Beams (Standards 4750 – 4767) and BTE Beams (Standards 4770 – 4790) for a project, the following guidelines should be used.

1. Starting in your Project Cadd file, open any model:

· Open the Models Window and select the IMPORT MODELS button.

1. Import the models of the BTB or BTE Beam standards that you need for your project and they will be copied into your Project Cadd file as models with their respective Standards model names.

The File Path for the Beam Standards is: W:\Highway\Bridge\Standards\Bridges\EnglishBeams.dgn
2. Import the BTB or BTE Beam support model which is named b_beam or e_beam.  The model can be imported at the same time the BTB or BTE Beam standards are imported.

2. Rename the Imported Beam Models to the Project Model names (CCDDDDDS00?) but do not rename the b_beam or e_beam model.

3. Open the renamed model.

4. Reattach the References:

· Open the References window – highlight one of the red colored references – select the Settings menu and select the Attachment… option.

· The Attachment Settings window opens – select the Browse button.

· The Reattach Reference window opens – navigate to the Project Cadd file you have open and click the Open button.

· The Attachment Settings window opens – click the Model: drop down list and choose the appropriate model.  Choose No Nesting for the Nested Attachments setting and click the OK button.

5. Highlight the next red colored reference to Reattach and repeat sequence 4.

6. Detach the references brgSeed.dgn and HwyDivBorder.dgn references.

7. Reference in the BDR model to the Beam models used for this project.

8. Repeat steps 3 through 7 for all beam standards imported to the Project Cadd file.

DO NOT Reference the BTB or BTE Beam standards into your Cadd file and COPY them.

Any questions contact me.
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