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SECTION A-A

6

( 6" THICKNESS`)

MACADAM STONE

FABRIC

ENGINEERING

WINGWALL

MACADAM STONE SHALL BE PLACED ALONG THE SIDE OF THE

THE MACADAM STONE SHALL BE DEPOSITED, SPREAD, CONSOLIDATED

AND SHAPED BY MECHANICAL OR HAND METHODS THAT WILL PROVIDE

SURFACE APPEARANCE.

GENERAL NOTES:

UNIFORM 6" DEPTH AND DENSITY AND PROVIDE UNIFORM

UNDERMINING

BURIED 6" TO PREVENT

ENDS ARE TO BE

ENGINEERING FABRIC

4% SLOPE

PAYMENT FOR THE BRIDGE WING ARMORING WILL BE BID PER

SQUARE YARD.  COST WILL INCLUDE ENGINEERING FABRIC, MACADAM

COMPACTION TO DIMENSIONS SHOWN IN THESE PLANS.  BID ITEM

SHALL BE "BRIDGE WING ARMORING - MACADAM STONE".

3'-0

IS ALLOWED).

OF THE STANDARD SPECIFICATIONS, COARSE MATERIAL (NO CHOKE STONE 

  THE MACADAM STONE SHALL BE IN ACCORDANCE WITH SECTION 4122, 
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BRIDGE WING ARMORING - CONCRETE OR MACADAM STONE SLOPE PROTECTION
(MODIFIED)

STANDARD SHEET 1005

2'-0

BARRIER RAIL

WING ARMORINGMACADAM STONE

SLOPE PROTECTION

MACADAM STONE SLOPE PROTECTION

GRADING SURFACE

(6" THICKNESS)

MACADAM STONE

WINGWALL

ENGINEERING FABRIC

SUBDRAIN

A

A

MASKWALL

TOP VIEW OF WING ARMORING AT SOUTH ABUTMENT

BRIDGE APPROACH PAVEMENT

SUBDRAIN

ABUTMENT FOOTING

IN THIS PLAN FOR SUBDRAIN LENGTH

REFER TO "SUBDRAIN DETAILS" SHEET

SLOPE PROTECTION

MACADAM STONE

FOOTING

FACE OF ABUTMENT

WING ARMORING

BRIDGE WING ARMORING
ARMORING AT SOUTH ABUTMENT

PROFILE VIEW OF WING

29

WINGWALL AND ABUTMENT FOOTING AS SHOWN IN SECTION A-A.  THIS IS

TYPICAL AT EACH CORNER OF THE SOUTH ABUTMENT.  THE MACADAM

STONE AT THESE LOCATIONS SHALL BE UNDERLAYED WITH ENGINEERING

SPECIFICATIONS.

STONE, CONCRETE CURB AND REINFORCING, EXCAVATION, SHAPING, AND

1
'-

6

CONCRETE CURB

FABRIC IN ACCORDANCE WITH ARTICLE 4196.01, B, 3, OF THE STANDARD

CONCRETE CURB

(6" THICKNESS)

MACADAM STONE

3
'-

0
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