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STRIP SEAL JOINT DETAILS AT SOUTH ABUTMENT

EXPANSION OPENING DETAIL
~ 

OR BACKWALL

TOP OF DECK

OR BACKWALL

TOP OF DECK

‚

STEEL EXTRUSION

SECTION C-C

TABLE OF APPROVED EXPANSION DEVICES

GLAND

NEOPRENE
MANUFACTURER

A

2" LONG HEX. NUT

OR BACKWALL

TOP OF DECK

SECTION A-A

BARRIER

RECESS

TRAFFIC

PLATE TRAVEL

BARRIER FOR

•" RECESS IN

ƒ" ½ x0'-8 BENT BOLT

SECTION B-B

AT 1'-6 | MAX.

ANCHORAGE SYSTEM

~~ 

BE PLACED ON THE ONCOMING TRAFFIC SIDE.

SYSTEM FOR THE …" BARRIER PLATES ARE ALWAYS TO

CONTRACTOR TO NOTE THAT THE CAP SCREW ANCHORAGE 

BENT PLATES) 

REMOVED IF NECESSARY. (TYP. ALL …"

THE PLATE SO THAT THE PLATE CAN BE

PREVENT CONCRETE FROM ADHERING TO

OR SOME OTHER SATISFACTORY MEANS TO 

TO BE PAINTED WITH A COLORLESS OIL,

THIS PORTION OF THE …" BENT PLATE IS

BENT BOLT DETAIL

PORTION OF THE DECK.

UNDERSIDE OR SHADED

TEMPERATURES ON THE

SHOWN ARE CONCRETE DECK

PROPORTIONAL.  TEMPERATURES

OTHER TEMPERATURES ARE

NOTE: JOINT SETTINGS FOR

END OF EXTRUSION

GLAND FLUSH

CUT END OF

BLOCKOUT

EDGE OF

2" LONG HEX. NUT

‰
60° 

GUTTER LINE

AS NOTED

ALL AROUND EXCEPT

THE FACE OF BARRIER

DEPRESS …" { ‚" BELOW

STEEL EXTRUSION

REQUIRED

HEX HEAD

CAP SCREWS (`SEE DETAIL`)

| ƒ"½`x`1" (MIN.) CSK.

BLOCKOUT DETAIL
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F-SHAPE EXPANSION DEVICE DETAILS STEEL EXTRUSION WITH NEOPRENE GLAND (1 OF 2)

CAP SCREW DETAIL

CAP SCREW

FLAT HEAD SOCKET

ƒ"½ GALVANIZED

{ 3`x`•`x`0'-6

2-{ 1‚`x`…`x`1'-0

CAP SCREW (`SEE DETAIL`)

ƒ"½`x`1" (MIN.)  CSK

ƒ"½`x`0'-8 BENT BOLT

ACCORDANCE WITH ARTICLE 4100.07 OF THE STANDARD SPECIFICATIONS.

PLATES, BOLTS, NUTS AND CAP SCREWS ARE TO BE GALVANIZED IN

STEEL.  THE BOLTS SHALL MEET THE REQUIREMENTS OF ASTM A307.  THE

  `THE MATERIAL USED FOR THE BARRIER PLATES IS TO BE ASTM A36

INSTALLATION

GLAND

OPENING FOR

MINIMUM

ACME CORP.

WATSON-BOWMAN &

EXTRUSION

STEEL

TYPE OF

1•"

TEMPERATURE

DECK

MAXIMUM

CORRESPONDING
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IS INSTALLED THE PLATE WILL BE ABLE TO

AREA BE FORMED SO THAT WHEN THE …" BENT PLATE

NOTE: IT IS INTENDED THAT THE • INCH RECESSED

MOVE FREELY IN THIS RECESSED AREA.

SETTINGS "D"

JOINT

EXPANSION

(MODIFIED)
STANDARD SHEET 1026s1

SSA2 A2R-400 2"D.S. BROWN CO.

APPROVED EQUAL

BARRIER PLATE NOTE:

AT SOUTH ABUTMENT, 0° SKEW

PART PLAN VIEW OF EXPANSION DEVICE

SE-400

TESTING AND REPAIR NOTES.

NEOPRENE GLAND NOTES, AND WATERTIGHT INTEGRITY

NOTES CONTAINING THE STEEL EXTRUSION NOTES,

SEE DESIGN SHEET 23 FOR EXPANSION DEVICE

NOTE:

OR BACKWALL

TOP OF DECK

NEOPRENE GLAND.

INSTALLATION OF

AREAS AS SHOWN FOR

BLOCK OUT FLARED

CURB

FACE OF

‚ 

END OF CONCRETE

RAIL SECTIONS

END OF BARRIER

GMS/ATN/EES

OF DECK)

(DEPRESS „" BELOW TOP

TOP OF STEEL EXTRUSION

125° F.

87° F.

22

3ˆ" AT 10° F.

2•" AT 50° F.

1•" AT 90° F.
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BARRIER FOR

•" RECESS IN

END OF BARRIER RAILB

B

A A

LINE

GUTTER

MANUFACTURER FURNISHING THE JOINT.

THE DIMENSION MAY VARY SLIGHTLY DEPENDING ON

USED FOR ALL OUT TO OUT DIMENSIONS OF DECK.

 

ON MANUFACTURER FURNISHING THE JOINT.

THIS DIMENSION MAY VARY SLIGHTLY DEPENDING
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