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NOTE: W is the width of the outside lane to the Edge of Pavement. 
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 M  and realtive profile grade of mainline at C  is 0.20%

Note: The algebraic difference between the profile grade for ramp base line at 
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http://www.iowadot.gov/design/dmanual/01e-07/533-01.pdf
https://iowadot.gov/design/SRP/IndividualStandards/epv101.pdf
https://iowadot.gov/design/tnt/PDFsandWebFiles/IndividualPDFs/e7101.pdf
https://iowadot.gov/design/tnt/PDFsandWebFiles/IndividualPDFs/e7102.pdf
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16' EXIT RAMP WITH PARALLEL DECELERATION LANE
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Transverse Joints Perpendicular to Mainline Pavement

420'

of deceleration lane.
Refer to plans for length

1000' min. (12' wide)

300' Taper

16'

8'

'CD' Joints at 15' Max. Spacing along Ramp

Tranverse Joints Perpendicular to Ramp Baseline 

'CD' Joints at 15' Max. Spacing along Mainline

Reference Point for 15' Max. Joint Spacing

'B' or 'C' Joint.  2' minimum.  4' maximum.

10' minimum or equal to mainline shouder width.

'L-2' Joint.

'B' Joint. 2' minimum, 4' maximum.

'C' Joint.

'BT-2' or 'KT-2' Joint.

'CD' Joints at 17' spacing.
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