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TYPE B CONCRETE STEPS

SECTION B-B

BENT BAR

10-16-18

Rise Tread
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treads are an equal depth within a flight of stairs.

Ensure all risers are an equal height and all 

reinforcing.

Provide a minimum of 2 inches of cover for all 
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Anchor Plate
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16" x 6" x 
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Diameter Post

" to 2" 4
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Sidewalk

Possible 

Sidewalk

Possible 
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3'-2"

2'-10" to

Sidewalk
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ANCHOR PLATE DETAIL

z12"

Length

 spacing
5'-0" max.

2'-0"

Varies

1'-6"

6" "4
33 

 

12"

1'-7"

1'-5" to

#4 @ 18" C-C

6"

8" min.

Expansoin Joint

1" Preformed

side rail

top of each 

2 #4 bars in #4 @ 12" C-C

#4 @ 18" C-C

Posts

Handrail

Retaining Wall

Expansion Joint

1" Preformed

retaining wall)

and batter of 

(match height 

Side Rail

Expansion Joint

1" Preformed

#4

Expansion Joint

1" Preformed

@ 14" C-C

#4 Bent Bar

Rail

Side

4

2  

" max. radius2
1

of burrs.

Grind weld to provide smooth surface, free 

Weld post to anchor plate with 1/4 inch weld.

maximum in any direction.

Slope tread 1% minimum to 2% 

adjacent sidewalk.

Construct cross slope of landing to match 

Match existing sidewalk width.

Minimum tread depth is 11 inches.

riser height is 7 inches.

Minimum riser height is 4 inches.  Maximum 

SUDAS Standard Specifications


