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"A""B" POST SPACES @ 3'-1• = "C""A"
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4
•

4
•

2

"A"

2
'-

8

GUARDRAIL POST SPACINGGUARDRAIL POST SPACING

L
A

T
E

S
T
 

R
E

V
I
S
I

O
N
 

D
A

T
E

A
P

P
R

O
V

E
D
 

B
Y
 

B
R
I

D
G

E
 

E
N

G
I

N
E

E
R

Highway Division

CONCRETE BOX BEAM BRIDGES

STANDARD DESIGN`-`30'-0 ROADWAY, SINGLE SPAN

DECEMBER, 2016

B30-64-16VIEW B-B VIEW C-CSECTION A-A

POST

S3x5.7

(SEE ROADWAY PLANS)

W-BEAM GUARDRAIL

POST

S3x5.7

SOCKET

POST

(SEE ROADWAY PLANS)

W-BEAM GUARDRAIL

S3x5.7 POST

C

C

B

B

GUARDRAIL WASHER

„"`x`1ƒ"`x`1ƒ" SQUARE

(A709, GRADE 36) 

SQUARE GUARDRAIL WASHER 

WASHER AND „"`x`1ƒ"`x`1ƒ" 

(A307), HEX NUT (A563A), 

Š"½ UNC x 1‚" HEX BOLT 

(SHEET 1 OF 2)

BRIDGE RAIL POST DETAILS

OF W-BEAM BACK-UP PLATES, SHALL BE INCLUDED IN THE PRICE BID FOR STRUCTURAL STEEL.

  ALL COSTS FOR FURNISHING AND INSTALLING THE STEEL POSTS, INCLUDING THE COST

SUBMITTED FOR REVIEW.

  SHOP DRAWINGS OF THE STEEL POSTS SHOWING LAYOUT AND DETAILS SHALL BE

  ALL WASHERS SHALL BE ASTM F436.

OTHERWISE NOTED OR SHOWN.

  ALL NUTS, INCLUDING COUPLING NUTS SHALL BE ASTM A563, GRADE DH, UNLESS

  ALL THREADED STUDS SHALL BE ASTM A449.

  ALL BOLTS SHALL BE ASTM A325, UNLESS OTHERWISE NOTED OR SHOWN.

  POST SOCKETS SHALL CONFORM TO ASTM A500 GRADE B.

NOTED OR SHOWN.

  ALL STRUCTURAL STEEL SHALL CONFORM TO ASTM A709 GRADE 50, UNLESS OTHERWISE

  ALL MATERIAL INCLUDING BOLTS, NUTS AND WASHERS SHALL BE GALVANIZED.

BRIDGE RAIL POST NOTES:

NUT AND WASHER

H.S. HEX BOLT, 

†"½`x`5" 

HSS4x4x…

POST SOCKET, 

HEX BOLT 

ƒ"½ x 9" H.S. 

COUPLING NUT

ƒ"½ x 2‚" HEX 

GALVANIZED)

EACH POST (12 GAUGE,

BACK-UP PLATE AT 

6" WIDE W-BEAM 

WASHER

STUD, HEX NUT AND

ƒ"½`x 3" THREADED

BACK-UP PLATE

6" WIDE W-BEAM 

PLANS)

(SEE ROADWAY 

GUARDRAIL

W-BEAM 

SPAN

0°`SKEW 15°`SKEW 30°`SKEW
3'-1•

SPACES`AT

"B"`POST

"C"

1'-6‚

1'-10

2'-1ƒ

2'-5•

1'-2•

1'-6•

1'-10‚

2'-5ƒ

1'-2ƒ
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12
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22

28'-1•

37'-6

46'-10•

56'-3

68'-9
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26

32

38

46

BRIDGE RAIL POST SPACING DATA TABLE

BRIDGE

POSTS ON

NUMBER OF

TOTAL

"A" DIMENSION

1'-3Œ 

1'-7Š

1'-11ˆ

2'-2Ž

EXTERIOR BOX BEAM ELEVATION

PLANS)

(SEE ROADWAY 

GUARDRAIL

W-BEAM 

A

A

ABUTMENT

ABUTMENT

BOX BEAM

END OF BEAMEND OF BEAM

D D

(SHOWING POST SPACING)

2'-2

2'-6Œ

SECTION D-D

END OF BEAM

(SHOWING SKEWED CASE AT ACUTE CORNER)

ROADWAY PLANS)

GUARDRAIL POST (SEE

ROADWAY PLANS)

GUARDRAIL POST (SEE

AND WASHER

STUD, HEX NUT 

THREADED 

•"½ x 2ƒ" HEX BOLT

•"½ x 3" H.S. 

COUPLING NUT

•"½ x 1ƒ" HEX 

30'-0

40'-0

50'-0

60'-0

70'-0


