
DETAIL 'A' 

DETAIL 'B' 
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BENT BAR SHAPES
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3
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2
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PV-101

All transverse bars are #5.

For curb details, see Detail 'F'.

.For joint details, refer to 

112-6

Possible Tabulation:

Bridge Approach, BR-241

Possible Contract Item:

(All Abutments)

DETAIL 'C'

skewed face.

If bridge is skewed, place additional #5 bar parallel to 

  #8 Bars - 59"

  #6 Bars - 45"

Minimum lap length:  #5 Bars - 38"

2" min. to 2 1/2" max. clear to bent bar.

(Pavement Bevel)

BR-241

REVISION

04-16-24

SHEET 1 of 3

REVISIONS: Clarified curb layout and placement in Detail E and G.

APPROVED BY DESIGN METHODS ENGINEER

STANDARD ROAD PLAN

1

ON GRAVEL ROADS

DOUBLE REINFORCED 10'' APPROACH

DESIGNER INFORMATION

#4 bars at 12" Centers

D=2"

12"

#5 Bars At 12" max. Centers

Double Reinforced Section (20'-0" min.)

#4 Bars at 12" Centers

'E' Joint

" (max.) Lap
2
1

4

4" (min.) to

Full Length of Paving Notch

Resilient Joint Filler Placed

" Thick x 16" Wide
4
3

or #4 Rebar

Steel Rod 

" dia. x 24"
2
1

Steel Rod

6"

6"

#6 Bars At 12" Centers

Approach Pavement 10"

12" Centers

#8 Bars at

Approach Pavement

Special Backfill

'E' Joint

See Detail 'B'

Notch

Paving

D=2"

drilled holes

of Paving Notch through 

Spacing Full Length

Rod, Place at 32" +

" dia. x 24" Steel
2
1

-

bend.

with Bridge. Do not

Dowel to be Placed

Approach Pavement

Resilient Joint Filler

6" clear
2" clear

6"

"
8
7

2" clear
2
1

2

" clear
2
1

2

9"

12"

33"

7" 6"

Varies

20"

16"

3"

See Detail 'C'

6" "
8
7

2

9"

12"

2" clear

12"

1"

6" clear

12"

Special Backfill

4 Mil Polyethylene Sheeting

PV-101

112-6

http://www.iowadot.gov/design/SRP/IndividualStandards/pv101.pdf
https://iowadot.gov/design/tnt/PDFsandWebFiles/IndividualPDFs/0112-06.pdf
https://www.iowadot.gov/design/dmanual/01e-06.pdf
http://www.iowadot.gov/design/dmanual/01E-06/BR-241.pdf


SECTION A-A

4

4

SECTION THRU CENTERLINE

PV-101

     Two pours - Use 'KS-2' joint.

     Single pour - Saw cut joint per Detail B.

):Longitudinal Joint (

Deck

Bridge

4
A

A

PLAN VIEW

CL Approach Gravel Roadway

BR-241

REVISION

04-16-24
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REVISIONS: Clarified curb layout and placement in Detail E and G.

APPROVED BY DESIGN METHODS ENGINEER

STANDARD ROAD PLAN

1

ON GRAVEL ROADS

DOUBLE REINFORCED 10'' APPROACH

Approach Roadway

12"

Detail 'F'

Curb per 

Bridge Deck

Detail 'A'

See

Double Reinforced Section

Pay Limits for Contract Item

Granular Backfill line

Excavate to existing

Normal Pavement Slope

LC

Excavation Limits

Earth

Special Backfill

Abutting Gravel Roadway

As required by skew angle 

(20'-0" min.@ CL Roadway)

Backfill

Special 

15'-0" min.

20'-0" min.

Angle

Skew

Section (typ.)

Bridge Rail End 

Abutting Gravel Roadway

24"

6"

PV-101

http://www.iowadot.gov/design/SRP/IndividualStandards/pv101.pdf


DETAIL 'D'

5'-0" Curb Runout

12" Bevel Area

(Joint Placement and Curb)

BR-241

REVISION

04-16-24

SHEET 3 of 3

REVISIONS: Clarified curb layout and placement in Detail E and G.

APPROVED BY DESIGN METHODS ENGINEER

STANDARD ROAD PLAN

1

ON GRAVEL ROADS

DOUBLE REINFORCED 10'' APPROACH

Point "A"

Point "B"

DETAIL 'E'

8"

Detail 'G'

Curb per

DETAIL 'G'

4"

2"7"

Gutter Line

(Back of Curb Placement)

End Section

Bridge Rail 

Point "A"

Point "B"
Point "A"

Detail 'F'

Curb per

'E' Joint See Detail 'E'

End Section

Bridge Rail 

'E' Joint

Deck

Bridge
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